A lsELTzl Connect to DC1

Open mobile device Wifi and search DC1
2. Type in password to connect DC1 (Default : DELTASOL)
3. After connect success, open “Mydeltasolar” APP
4. Use installer account login
*it will take around 2 min when DC1 first start up, after system ready, you will able to get Wifi

signal.
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A AELTA

5. APP will lead to the home page
6. Click Menu = SETTING = Connection
7. Click INVERTER tab, select Wi-Fi and Click search to scan inverter WiFi signal .
8. Wait 15~30sec for DC1 to search WiFi signal.
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Connect Inverter to DC1

INVERTER
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A AELTA Connect Inverter to DC1

9. Choose the inverter you want to connect to DC1 and set inverter ID

10. Click SET button on the bottom of this page to start the connection

11. It might take 2~5 minutes for one inverter, you can Click “GET WIFI RESULT” to check the
status™.

*In this process, WiFi signal of DC1 will disappear for few minutes, make sure your mobile
device not connect to other WiFi signal in this process, when WiFi signal appears, please
connect back to it manually in WiFi setting page of you device
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A AELTA Connect to power meter

12. Click METER tab
14. Click SEARCH to connect to power meter P1, it might take around 60sec
15. When Scan success, Meter ID and serial number will shows up on the screen.
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A NELTA Set grid code for inverter

1. Goto SETTING - Grid Setting
2. Select proper grid code for the inverter in install setting.
3. Click “INSTALL SETTING SET” to set the grid code
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A NELTA Set Partial/Zero export function

. Goto SETTING - Other
2. Click “PATRIAL EXPORT” tab, Enable the function, fill in the export percentage, Sign
Capacity and PV capacity.
3. Click “SET” to finish the setting.
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